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NORCO-5870ALG
5.25" Embedded board;Intel MeromCore 2 Duo Processor/VGA

/LVDS/TV-OUT/4 USB 2.0/2 Serial Port
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Based on Intel mobile Merom CPU platform,

EM64T & HT Tech support

Intel 965GM+ICH8M 667/800MHz FSB can

be Dynamic Switching

3 Serial ATA port support SATA speed

max. up to 300MB/s

Support DVI,VGA,24bit LVDS,TV-OUT, any

two of them compounding can independently

dual-display
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Feature：

Specificaton

Description
LVDSDIDUSB 2.0 BIOS securityFANLESS One key restore

NORCO-5870ALG is a high performance and low Power 5.25" industry mainboard based on Intel Merom Core 2 Duo Processor,

utilize Intel 965GM+ICH8M chipset, support EM64T & HT tech. two DDR SO-DIMM memory slot support DDR 533/667,capacity max

up to 4GB. One IDE and three Serial ATA speed to 300MB/s. Northbridge integrated graphic controller support independently dual-

display otherwise, it provide two COMs, four USB 2.0, two 1000Mbps LAN and one PCI slot.
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CPU

Chipset

BIOS

System Memory

Power Manage

Watch Dog

Battery

Controller

Graphic memory

Interface

Controller

Serial Port

Parallel Port

USB Port

Audio

IrDA

Controller

Speed

Interface

IDE Port

Floppy Port

CF card

PCI

Power Supply

Size

Operate Environment

Intel 965GM+ICH8M, FSB 667/800MHz

FWH/SPI 8M bit Flash BIOS

Two DDR ò slot support DDR ò Max. up to 4GⅡ ， Ⅱ ，

Support APM1.2, ACPI

Support Hardware Reset

Onboard Intel 965GM integrated graphic controller( )

Dynamic share 384M system memory

Lithium, 3V/210mAH

Intel mobile Merom processor

4×USB2.0 2×5 HEADER,

One port 2×13 Header，

Onboard, support Line out, Line in, Cd in, Mic in_ _ _ _

Intel 82573V

DVI,VGA,24bit LVDS,TV-OUT support, and VGA+LVDS can independently dual-display

One PCI slot

203×145mm
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DC 12V 5.5~+24V(+ )

10/100/1000Mbps

RJ-45×2

One group of 5pin

Two ports, Port 2 supports RS232/RS422/RS485

One standard IDE connector, Support ATA 66/100 max support 2 IDE devices，

Winbond W83627HF

N/A

N/A


