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Onboard ULV AMD LX700 CPU+CS5536

433MHz CPU frequency

Internal graphic controller VGA+LVDS/TTL

output independently dual-display supported

One

DDR333/400MHz capacity max. up to 1GB

Six COMs four USB2.0 ports One PCI slot

One IrDA, One 10/100M LAN port
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184pin DDR DIMM RAM slot support

NORCO-6682ALE
Mini-ITX Maiboard Onboard AMD LX700 CPU Support VGA

/TTL/LVDS/4 USB 2.0/6 COM/LAN

Feature：

Description

NORCO-6682 Mini-ITX board utilizes AMD LX700 CPU+CS5536 433MHz CPU frequency power is only 6W, Support one 184Pin

DDR333/400 RAM slot capacity max. up to 1GB.AMD LX700 internal graphic controller, support VGA+18Bit TTL LCD/LVDS VGA and

LVDS can synchronization dual-display. This board also provides one Mini-IDE AC'97 four USB2.0 six COMs and one 10/100Mbit/s

LAN port. Also support one PCI socket onboard for enhanced peripheral expansibility. This board also provides stronger conformity, GPIO,

adapt to various terminal market (such as POS, Kiosk).
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Specificaton

AMD LX700+CS5536

4 Flash BIOSMbit

One 184pin DDR DIMM RAM slot support DDR 333/400MHz capacity max. up to 1GB， ，

Support APM1.2 ACPI

Suport hardware reset

AMD Lx700 internal graphic controller

Dynamical shared 2~254MB RAM as graphic memory

3V Lithium battery

Onboard AMD Lx700 CPU

Support VGA+18Bit TTL LCD/LVDS can synchronization dual-display，

KB&MS PS/2 keyboard mouse connector、

Four USB Connector2.0

Six COMs DB9)，，COM1 supports RS-232( COM2 supports RS232/422/485

One LPT port

Realtek RTL 8100C

Temperature 20 60 Humidity 5% 95% no condensing: - ℃～ ℃， : ～

10/100Mbps

RJ-45×1

One standard 50pin Compact Flash socket

170mm×170mm

AT wide bound /ATX( )

One Mini IDE max. Support two IDE devices

One standard PCI slot

One floppy connector support two standard 3.5" drivers 360K/720K/1.2M/1.44M/2.88M spec.， ，

AC'97 support Line out Mic in， _ ， _

DIDUSB 2.0 BIOS securityFANLESS


