
◆

◆

◆

◆

Intel ULV Celeron-M Series CPU

Intel 910GMLE+ICH6M chipset support

400/533MHz FSB

Internal graphic controller VGA/TTL/LVDS

/DVI independently dual-supported suppored

two dual-channel DDR RAM slot support

DDR 400 /533MHz capacity max. up to 2GB
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PS/2 KB&MS

LAN
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Intel 910GMLE

Intel Celeron M
CPU

SO-DIMM
RAM slot

DVI

Power Supply
SATA

NORCO-6830ALG
Mini-ITX Board with Intel UwithLV Celeron-M Series Processors

VGA/DVI/TTL/LVDS/4 USB 2.0/2 LAN Provided

Feature：

DIDUSB 2.0 BIOS securityFANLESS
Description

NORCO-6830ALG Mini-ITX mainboard based on Intel 910GMLE+ICH6M chipset support Intel ULV Celeron M series processors.

Onboard two dual-channel 200Pin SO-DIMM DDR 400MHz memory slot capacity max. up to 2GB.Internal graphic controller support

VGA/TTL/LVDS/DVI VGA & TTL VGA & LVDS can independently dual-display. It provides one IDE connector two SATA four

USB2.0 two COMs and two 10/100/1000Mbit/s LAN ports. Inadditional, it provides one standard PCI slot. Low power-consume and high

performance makes NORCO-6850 can be widely used in the field of metallurgy, car, communication, pharmacy, ATM, POS, baccy etc.
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Specificaton

Main

Graphic

I/O

Network

Storage

Other

CPU

Chipset

BIOS

System Memory

Power Manage

Watch Dog

Battery

Controller

Graphic memory

Interface

Serial Port

Parallel Port

USB Port

Audio

Controller

Speed

Interface

IDE Port

CF card

PCI

Power Supply

Size

Operate Environment

KB&MS

Temperature 20 60 Humidity 5% 95% no condensing: - ℃～ ℃， : ～

170mm×170mm

AT wide bound /ATX( )

One standard PCI slot

Four USB2.0 Ports

AC'97 support Line out Mic in， _ ， _

Realtek 8100C/8110S

10/100/1000Mbps

RJ-45×2

Two COMs DB9)，，COM1 supports RS-232( COM2 supports RS232/422/485 (2×5Pin Header)

PS/2 keyboard mouse connector、

Intel 910GMLE+ICH6M

4 Flash BIOSMbit

Two 200pin SO-DIMM dual-channel RAM slot support DDR 400/533MHz capacity max. up to 2GB， Ⅱ ，

Support APM1.2 ACPI

Support hardware reset

Internal graphic controller

Dynamical shared 2~254MB RAM as graphic memory

3V lithium battery

Support Intel ULV Celeron M series Processor

Support VGA/DVI+18Bit TTL LCD/LVDS VGA TTL VGA&LVDS can independently dual-display， � 、

One LPT 2×13 Header，

SATA Port

One standard 50pin Compact Flash

One IDE max. Support two IDE devices，

Two SATA ports, speed to 300MB/sⅡ


