
GPIO port

CAR-7736

motherboard special port

Data line special port

Bluetooth antenna port

Bluetooth chip

CAR-4159 is a multifunctional car-pc motherboard that must be cooperate with CAR-7736 it is used for expanding function ports on

CAR-7736 such as USB COM VGA FM MIC-IN GPIO etc. Main system gathers CAR DC-DC special power supply , GPS,

Bluetooth and Audio switching module CAR-4159 can help you to ravel problem out of computer using in car let you enjoy powerful

functions of navigation, game, website browse video office start your digital freedom on car.
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Bluetooth V1.2

-80dBm (error code rate less than 0.1%)

Supported

165mm×145mm

Temperature: 0 --60 humidity: 5%-95%(non-condensing)℃ ℃

10 meters

Four lines input

Value-added location location: 1-5M speed 0.05M/s： ； ：

Height above sea level high-point 18000M heat barrier 515M/s acceleration high-point 4G

G is gravity for short
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Power

Module

GPS

Bluetooth

Audio

Single input ignition steady state +12V（ ），

Two lines output +5V/5A & +12V/5A：

80W in peak value

﹥90%

NMEA-0183 ASIC 9600bps baud rate，

Can track 20 satellites synchronously, updates location information every 1S

The third-generation high-performance CPU

CAR DC-DC special power supply

Location: 5-25 M surrounding error (CEP) , Speed: 0.1 M/s , Time: 1 Us (satellite time)

One lines output

CAR-PC defer 5 seconds to automatic start after car start.(for avoiding transient voltage peak when

you start engine).After 5 s when motor vehicles off, ITPS send to XP systems shut down instructions,

5 s delay is to prevent driving accidents (such as error flameout)lead to PC shutdown. and then

cutting off all power after another 60s

Others

Without bias correction

Dynamic spec

Value-added location

Environment

Over-current protection

Dimension

Transmit power

Input

Supporter

Output

Switching

Tracing parameter

GPS protocol

Type

Input

Output

Power

Efficacy

ITPS

Controller

Standard

Incept sensibility

Effect distance

Frequency 2.4-2.48G

Class2 4dBm MAX( )

Mobile phones, such as NOKIA, Motorola etc

By GPIO

Low-noise audio switch

Others

AFC-4159 Multifunctional Car-PC Motherboard

Features：

◆

◆

◆

◆

CAR DC-DC special power supply within ITPS,

can realize direct control start and shutdown

PC by ignition Control System.

GPS function, support NMEA-0183 ASIC protocol

Bluetooth function supported by Bluetooth V1.2

Four-lines audio input, four-lines output, and

the low-noise audio switching supported

Specificaton

Description


