
BIS 6510- Embedded Barebone System
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Meet EIARS-310C standard, Fanless design
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AMD LX700 CPU+CS5536 433MH

frequency ULV

Equip Mini IDE 40G HDD 1GB DDR RAM

Two USB2.0 ports 10/100Mbps LAN port

One COM LPT port
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Feature：

Specification：

Description：

BIS-6510 is one embedded ULV barebone system designed with fanless and onboard AMD LX700 CPU+CS5536, CPU frequency is

433MHz. It provids 1 184Pin DDR memory slot, supports DDR 400MHz, capacity max. up to 1GB. Otherwise, this Barebone provides one

Mini IDE port 1CF card socket 2 USB2 0 ports 1 PCI slot and 100M LAN port, It is one platform gathered high performance,

stabilization, security.
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Rear View：

Front View：

Top View：

Dimensions：

Main

Memory

Network

Storage

Other

0 60℃～ ℃

- ℃～ ℃40 60

CPU

BIOS

Chipset

FSB

Spec.

Maximum

Socket

Speed

Controller

Interface

Serial ATA

EIDE

Compact Flash

USB

Serial Port

Cooling FAN

Power supply

O/S support

Dimension

Operate Temperature

Storage Temperature

Storage Humidity 5% 9% 40 no dew～ ， ℃.

Graphic

Controller

Memory

Interface

I/O

Windows98/2000/XP Unix 5.0.5 RedHat 9.0 FreeBSD, , ,

245mm mm mm W D H( )×192 ×50 × ×

12V Power supply adapter input

Onboard AMD Lx700

1GB

4 Flash BIOS support booting from USB deviceMbit ,

AMD LX700+CS5536

533MHz

DDR 400MHz

184Pin DDR DIMM 1×

AMD Lx700 internal graphic controller

Dynamic shared 2~254MB RAM as graphic memory

Support VGA+18Bit TTL LCD/LVDS independently

dual-display

,

10/100 Base-TX

Realtek RTL 8100C

RJ-45×1

1 Mini IDE connector support 2 standard IDE devices，

1 standard 50 pin Compact Flash socket

2 USB2.0 ports

N/A

6 COMs provided Db9 connector，COM1 use

Fanless design


