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Meet EIARS-310C Standard, Fanless Design

Onboard Intel Core 2 Duo/Core Duo Processor

Intel 945GM+ICH7M Chipset

DDR 533/667MHz Dual Channel Max.up to 2GB

Support Four USB ports Two Gigabit Ethernet Ports

One TV-OUT interface
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BIS 6530- Embedded Barebone System

Feature：

Specification：

Description：

BIS-6530 is one embedded ULV barebone system, designed with fanless and on board

Pin SO-DIMM DDR memory slot and DDR 400 533/667MHz memory Max. up to 2GB.

Barebone could support 1 IDE port 2SATA ports 1 CF socket 4 USB2 0 ports 1 PCI slot and 2 10/100/1000Mbps ports. It is one

platform with high performance, stabilization, security.
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Intel Core 2 Duo/Core Duo processor, use Intel

945GM+ICH7M chipset 2 200 /, support ,
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Spec.

Maximum

Socket

Speed

Controller

Interface

Serial ATA

EIDE

Compact Flash

USB

Serial Port

Cooling FAN

Power supply

O/S support

Dimension

Operate Temperature

Storage Temperature

Storage Humidity 5% 9% 40 no dew～ ， ℃.

Graphic

Controller

Memory

Interface

I/O

Intel Core 2 Duo/Core Duo Processor

2GB

4 Flash BIOS support USB device boot system，Mbit

Intel 945GM+ICH7M

667MHz

DDR 400/533/667MHzⅡ

200Pin SO-DIMM DDRⅡ×2

10/100/1000 Base-TX

Intel 82573 network chip

RJ-45×2

1 IDE channel could support 2 standard IDE device，

1 standard 50 pin Compact Flash socket

4 USB2.0 ports

North-bridge integrate graphic controller

Dynamic shared 2~254MB system memory for display

Support VGA/TV-OUT/LVDS TV-OUT+LVDS support dual

independence display

,

Support 2 SATA ports speed is 300MB/sⅡ ，

Fanless design

Windows98/2000/XP Unix 5.0.5 RedHat 9.0 FreeBSD, , ,

245mm mm mm W D H( )×192 ×50 × ×

12V Power supply adapter input

Support 2 COM ports，COM2 support RS232/422/485


