EPC—206A 5-Slot Node Chassis

Feature

» 5-slot, meet FCC/CE

» Two front accessible USB port
« Two 3.5" Drive bays

» 1U Power supply

Specification:

Main Heavy duty 1.2mm steel, meet FCC/CE Class B Operate Humidity 5% 95%@ 40 ,(no condensing)
Drive bay Two 3.5" Drive bays Shock 10G(with 11 ms duration, half sine wave)
Cooling FAN  One front 9225 cooling FAN Vibration 1Grms(5 500 Hz)

One Rare 4020 cooling FAN Dimensions  394x175x179.5mm(WxDxH)
Backplane support PBP-05P3A Suttle 3.5kg, +0.5
Power PWR-250U Application Finance, Highway Charge, Industry control,
Trunk Color Colorized plating/White Monitor, etc.

Operate Temperature  -20 60 (-4 140F)

Structure:

Front Panel 1 3.5" Drive bay 10 Dual Serial Cable
2 HDD LED 11 Drive Enclosure
3 Power LED 12 Drive Enclosure
4 Cooling Hole 13 9225 Dual Ball FAN
5 Screw for FAN cover 14 PBP-05P3A Backplane
6 Reset Button 15 LED cable
7 Two USB ports 16 USB Cable
8 4020 Dual ball FAN 17 Hold-Down Clamp
9 Parallel cable 18 PW-250U Power Supply

Rubber for Card clamp

18
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