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Support LGA 775 Series Intel P4/Pentium-D

CPU

Two 240 Pin dual-channel DDR RAM slot

DDR 667MHz max. Up to 2GB

Four SATA ports speed to 300MB/s

One Gbit LAN port two COMs and four

USB 2.0

NORCO-890AG
LGA 775 Pentium4 PICMG1.0 all-in-one CPU card, Support one Gbit LAN

/DDR Dual-channel/VGA/4 SATA/4 USB 2.0/2 COMⅡ

LPT

IDE

COM 1 2( , )

Serial ATA

VGA

LAN

PS/2 KB/MS port
BIOSIntel 945GLGA 775

CPU Fan Power
Connector

240Pin DDR slotⅡ

KB/MS connector

Intel ICH7R

Audio

FDD

CPU adjuvant Power Feature：

DDR Dual Channel Serial ATA One Key restore BIOS SecuriyUSB 2.0

The NORCO-890 is a Full Size CPU Card that meet PICMG 1.0 Specification Based on Intel 945G+ICH7R Chipset; support

533/800/1066MHz Front Side Bus; support LGA 775 Intel Pentium 4/Pentium D/Core™ Duo processor, Besides, Two DDR system

memory slot onboard, support DDR 400/533/667MHz, capacity Max. up to 2GB; internal graphic controller dynamic share 0-224MB RAM as

graphic memory besides, rich I/O ports provided: One 100/1000Mbps LAN port; Two serial ports; One floppy connector; Four USB 2.0

ports; Four SATA ports and one IDE port. NORCO-890 could help to make access to be more fast and secure, provide you an industry

computer application platform with high stabilization and capability in area of POS, Digital Video, and Video Sever etc.
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Specificaton

Description

Main

I/O

Storage

Graphic

Other
338mm 122mm×
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Network

AT/ATX

Processor

Chipset

BIOS

FSB

System memory

Power Manage

Watchdog

Battery

Controller

Serial Port

Parallel Port

IrDA

USB Port

Audio

Serial ATA

IDE Port

FLOPPY

Controller

Graphic memory

Interface

Power supply

Size

Operate Environment

Controller

Interface

Speed

PCI PCI-E&

Two 240Pin DDR DIMM, support DDR dual-channel RAM, 400/533/667MHz, capacity max. up to 2GBⅡ

Intel 945G+ICH7R

4 Flash BIOSMbit

Support APM1.2, ACPI

Support hardware reset

IT8712F I/O

Two COMs, COM2 support RS232 RS422/RS485/

Four USB 2.0 ports

Support four SATA devices speed to 300MB/sⅡ ，

One EIDE, support two ATA 66/100 compatible devices，

RTL 8111B

One parallel port

One 5Pin port

Intel 945G Intergrated

Dynamical shared 0-224MB RAM as graphic memory

VGA max. support resolution to 2048 1536@32bpp 75Hz， ( )×

10/100/1000Mbps

3V Lithium battery

LGA775 Pentium-4 CPU/Pentium-D CPU

533/800/1066MHz

AC' 97 support Line out, Line in, Cd in, Mic in extended by 2 6 Header， _ _ _ _ ( )×

RJ-45×1

Extended by connecting finger

Support two 3.5" FDD can be 360K/720K/1.2M/1.44M/2.88M，


